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When in Relati ve Size mode, you control the 
size of the selected image or group in rela-
ti on to the size of the key height character. 
For example, if you add the lett ers “A”, “a”, 
and “y” to a design in Relati ve Size mode, 
they will appear on your mat as shown here:

When in True Size mode you control the 
exact size of the images selected without 
regard to the key height character.  For 
example, if you add the lett ers “A”, “a”, and 
“y” to a design in True Size mode, they will 
appear on your mat as shown here:

You can toggle between these two modes 
at any ti me to allow you to control the size 
of the image directly or relati ve to the key 
height character.

Tip: You can turn this mode on and off  at any 
ti me, but doing so might change the display 
of the X/Y locati on or the width and height of 
the image or group. 

Size Buttons

Click either of these two Size butt ons  to 
change the size of any highlighted image or 

group in small increments. If nothing is high-
lighted, the cursor will change size. 

Tip: To change the size of an image or 
group by a large amount, use the Width 
and Height fi elds.

Cursor

You can change the height of the cursor so 
that all images added to the mat will be the 
height of your cursor. This is useful if you will 
be adding several diff erent images to the mat 
and you want them all the same size. Instead 
of changing the size of each image individu-
ally or grouping images and then resizing, 
simply change the size of the cursor, and then 
add images to the mat. 

You can change the height of the cursor using 
any of the sizing butt ons. If no images are 
selected when you use the sizing butt ons, 
then the cursor height will change. 

Manipulating Images

There are several tools you can use to manip-
ulate images on your mat.

Rotate

Click the Rotate butt on  to rotate the 
image or group about its center point. 
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Tip: If you add an image to a rotated group 
via the Image Queue, the image will be 
added to the mat with the same amount 
of rotati on.

Slant

Click the Slant butt on  to slant the 
image or group to the left  or right. If you 
slant a group, each individual image will slant. 
Adding an image to a slanted group via the 
Image Queue give the added image the same 
amount of slant as the other images. 

Tip: Slanti ng can be used to italicize lett ers.

Flip

Click the Flip Sideways butt on  to fl ip an 
image or group left -to-right or right-to-left . 
The image or group will fl ip about a verti cal 
line drawn through its middle. 

Click the Flip Upside Down butt on  to fl ip 
an image or group upside down or right side 
up. The image or group will fl ip about a hori-
zontal line drawn through its middle. 

Welding Images
This powerful opti on allows for the seam-
less combinati on of unassociated images 
into welded groups. Welding causes mul-
ti ple images, which have been moved close 
enough together to overlap, to become one 
image. It does this by joining images together 
wherever an overlap occurs. 

With this tool, individual lett ers can easily be 
welded into words and phrases. However, 
welding isn’t limited to simply combining let-
ters to make words or phrases. 

You can use welding to combine any image 
with any other, in any positi on or combina-
ti on, and the resulti ng image combinati on 
can be welded yet again. Combine your 
favorite fl ower images to make the ulti mate 
bouquet. Turn familiar shapes into fresh new 
ones. The uses and possibiliti es are endless. 

Weld

To weld images together:

1. Select the images or group you want 
to weld together.

2. Click the Weld butt on  to turn 
the images “hot.” When not selected, 
the color of the images will change to 
red. When the images are selected, 
they will be blue, but the Weld butt on 
will be yellow to show that the images 
are “hot.”

3. To weld any “hot” image to another 
“hot” image, all they have to do is 
overlap. Use Kerning, Nudges, or any 
other arranging tool to move the 
images so that they overlap how and 
where you want them.
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4. Click the Preview butt on  to view 
how the images will look once cut. 
Complicated welds that include 
many images may require more ti me 
for the Gypsy to fi gure out all the 
weld connecti ons. 

Tip: Images do not have to belong to the 
same group to be welded. However, once 
you have overlapped your images just the 
way you want, you should consider grouping 
them so that you can move them around the 
mat as a single image.

Mixed Weld

If a group is selected where some of the 
images are “hot” and some are not, the 
Weld butt on will show half white and half 
yellow  . One image in a group can have 
welding turned on and other images in that 
same group can have welding turned off . This 
group would be said to have Mixed Welding.

Preview

Click the Preview butt on  to see how 
your welded images will look when cut. 
Anything shown in gray on a “hot” image 
will not be cut. 

In Preview mode, all you can do is pan and 
zoom. Once the preview is fully drawn, click 
any butt on to exit. Because there are many 
thousands of calculati ons that have to hap-

pen to weld images together, the preview 
can someti mes take a long ti me to draw. 
The images turn gray as the preview nears 
completi on.

Tip: Aft er previewing a design, as long as you 
don’t make any changes, you can zoom in 
to see details without having to wait for the 
preview to be redrawn.

Hide Contour

Hiding contours gives you the ability to alter 
images on your Gypsy by removing parts of 
the image. You can only hide contours on 
image at a ti me. The Hide Contour butt on 
  will only be acti ve when a single 
image is selected in your design. Hiding part 
of an image will make the Gypsy not cut that 
part of the image.

Once you have selected an image and 
entered Hide Contour mode, you can select 
parts of the image to hide by selecti ng them 
with your stylus or by using the previous 
and next butt ons on the right of the screen. 
To hide a contour, click the hide butt on. To 
unhide a contour, click the show butt on. 
When in Hide Contour mode the parts of the 
image will be colored in the following way.
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Preparing to Cut

Once you have fi nalized your 
image and viewed it in Preview 
mode to ensure that your design 
is exactly how you want it, you 
are ready to connect the Gypsy 
to your Cricut® and use the 
Cut Screen.

To prepare to cut:

1. Ensure that any cartridges used 
in your design have been linked to 
your Gypsy. 

2. Connect the Gypsy to the Cricut® 
using the Cricut® Connector Cable 
that came with your Gypsy.

3. From the Mat Screen, click the 
Cut butt on  . The display will 
zoom out to show the enti re mat, 
and the Cut Screen will appear. While 
the Cut Screen is displayed you will 
not be able to zoom, pan, or edit 
your design.

Tip: You can use kerning, sizing, rotati on, 
and precise image placement to pack all 
your images close together, to fi ll gaps and 
holes, and to get the most out of that valu-
able paper space. Some layouts can end up 
looking like dizzying puzzles, but a lot can 
be squeezed out of a litt le when you use the 
right tools.

Connecting the Gypsy to Your Cricut® 

Before you can cut your design, you will need 
to connect the Gypsy to your Cricut®. The 
Gypsy is compati ble with all Cricut® models.

Locate the Cricut® Connector Cable that 
came with the Gypsy. For a descripti on of 
each of the cables, check the glossary. Plug 
the corresponding end of the cable into 
the USB port on the back of your Cricut® 
machine, next to the A/C adapter port.

Finish the connecti on by plugging the other 
end of the cable into the top of the Gypsy. 
Make sure that you plug the Cricut® Connec-
tor Cable into both the Gypsy and the Cricut® 
before turning the Cricut® machine on.

Load Mat

Click the Load Mat butt on to load 
a mat into your Cricut®.  Be sure to have 
the mat pushed into your Cricut® with slight 
pressure at the ti me you click this butt on.  
Click the Unload Mat butt on                 to 
unload the mat.

It is recommended that you do not use the 
Load Mat butt on located on the Cricut® while 
you are cutti  ng with your Gypsy.

Section 7: 
Cutting Images
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Multi-Pass Cutting

Click on the up and down arrows of the 
Multi -Pass Cutti  ng butt on  to 
increase this value from 1 to 10 if you are 
cutti  ng through thick materials and need 
the blade to trace the same cut path 
multi ple ti mes.

Cutting

Once you have linked the necessary cartridg-
es to the Gypsy and linked the Gypsy to your 
Cricut®, you are ready to begin cutti  ng. 

To begin cutti  ng your design:

1. From the Cut Screen, click the Cut 
butt on  to begin cutti  ng. Depend-
ing on the detail of your design and 
the amount of welding, cutti  ng may 
not start right away or may pause 
at ti mes. 

2. Click the Exit butt on to exit the Cut 
Screen and return to the Mat Screen.

Tip: Even though your Cricut® says there is no 
cartridge present, you will sti ll be able to cut. 
The only setti  ngs controlled by the Cricut® 
and not the Gypsy are the blade pressure and 
the blade depth.

You can use the following tools while cutti  ng 
your design.

Pause/Play

You can click the Pause butt on  to pause 
the Cricut® while cutti  ng. Once paused, it will 
change to a Play butt on  . Click the Play 
butt on to resume cutti  ng.

TIP: Pausing allows you to check the quality 
of the image being cut. Pausing may not stop 
immediately aft er being clicked.

Stop

You can click the Stop butt on  to stop the 
Cricut® from cutti  ng. Once stopped, you will 
not be able to resume cutti  ng.

Unload Mat

When you have completed cutti  ng, click the 
Unload Mat butt on  to unload your mat 
and return to the design you just cut.

Return to Design

When you have completed cutti  ng, click 
the Return to Design butt on  to leave 
the mat in the Cricut and return you to the 
design you just cut.  The design will be fully 
editable.

Tip: Use this butt on if you complete a cut 
and then decide you want to cut the enti re 
design again on the same piece of paper. For 
example, if you fi nish cutti  ng and realize you 
didn’t have the pressure set high enough to 
cut all the way through the paper, click the 
Return to Design butt on, adjust the pressure, 
and then click Cut.  The enti re design will be 
cut again.
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10 Key. This feature allows you to enter pre-
cise numeric values. 

Applicati on Launcher. This is the fi rst screen 
that will appear on the Gypsy. You can click 
the Cricut® App butt on to launch the Cricut® 
App Screen and begin working on a design, 
or you can click the Setti  ngs butt on to change 
specifi c Gypsy setti  ngs and view the EULA 
and warranty. 

Aspect Rati o Link. When turned on, this 
feature ensures that your image doesn’t get 
stretched disproporti onately. When you 
change the width of an image, the height is 
automati cally changed, and vice versa. Toggle 
it on (yellow) or off  (white).

Cables. You will receive four cables with 
the Gypsy: 

1. Cricut® Connector Cable. A USB cable 
used to connect your Gypsy to your 
Cricut®. This cable has a standard USB 
Type B (square) connector on one 
end and a USB mini connector on the 
other end.

2. Computer Connector Cable. A USB 
cable used to connect your Gypsy 
to your computer. This cable has a 
standard USB Type A (rectangular) 
connector on one end and a USB mini 
connector on the other end.

3. Cartridge Link Cable. A link cable 
used to connect your Gypsy to your 
cartridges. This cable is short and has 
a cartridge connector on one end.

4. Charger Cable. An AC power supply 
cable used to charge your Gypsy. 

Cartridge. A cartridge holds images or fonts 
that can be transferred to and stored on the 
Gypsy by linking your cartridge to the Gypsy. 
This allows you to cut the cartridge’s content 
on a Cricut® without the cartridge being 
present. Cartridges can be linked to only 
one Gypsy. Aft er linking, your cartridge will 
conti nue to functi on as normal and should be 
stored as backup.

Cartridge Window. This window allows you 
to access diff erent cartridges. The cartridge 
you are currently viewing on the keypad will 
display in the window. The Cartridge Window 
can be used to view a complete listi ng of all 
cartridges, and also to display the cartridges 
that contain a result from your keyword 
search. Cartridges you own and have already 
linked to the Gypsy will appear in bold.

Cricut®. Cricut® machines cut designs and 
alphabets for card making, home decor, 
scrapbooking, paper craft ing, and more. 

Functi on Keys. These six purple keys change 
the images on the Image Keys to show dif-
ferent creati ve features (shadow, bold, etc.). 
Only one key can be acti ve (orange) at a ti me. 

Glossary
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In some cartridges, not all the keys contain 
images. If a key does not contain an image, 
the key will be blacked out.

Gypsy Sync Soft ware. The Gypsy Sync Soft -
ware is a program that you download onto 
your computer that will allow you to update 
your Gypsy. You can download the soft ware 
for either a Mac or PC at www.provocraft .
com/gypsy.

Hide Contour. Hiding a contour (part of 
an image) will make that part of the image 
not cut.

Image Keys. These white keys display images 
from a cartridge. To select an image and 
place it in the Image Queue, simply click the 
key. The images shown on these keys will 
change if any of the purple Functi on Keys or 
Shift  Key are acti ve (orange). In some car-
tridges, not all the keys contain images. If a 
key does not contain an image, the key will 
be blacked out.

Image Queue. When images are selected 
from the Image Keys, they appear in the 
Image Queue in the order in which they were 
entered. When the Mat butt on is selected, 
the image(s) in the queue will be transferred 
to the mat. 

Kerning. This feature allows you to change 
the spacing between images. A negati ve val-
ue will decrease the spacing between images, 
and a positi ve value will increase the spacing. 
Kerning works only on groups of images.

Keypad. The keypad allows you to view a 
cartridge’s imagets. The images will display 
on the Image Keys, and you can use the 
Functi on Keys and Shift  Key to view all of the 
cartridge’s content. 

Layer. A layer gives users a way to organize 
their designs. For example, if you are design-
ing something that is red, blue, and yellow, 
you can put all the red parts on one layer, 
all the blue parts on another layer, and all 
the yellow parts on a third layer. This allows 
you to cut all the red, blue, and yellow parts 
separately from each other.

Link Cartridge. This feature allows you to link 
a cartridge to your Gypsy so you can cut the 
cartridge’s content on a Cricut® without the 
cartridge being present. Cartridges can be 
linked to only one Gypsy. 

Mat. The mat is your virtual design studio. 
You can add images to your mat and then 
arrange, resize, and manipulate them how-
ever you want. 

Mixed Weld. A group of images has Mixed 
Welding when some images in a group have 
welding turned on and other images in that 
same group have welding turned off .

Multi -Pass Cutti  ng. This feature allows you 
to cut through thick materials by having the 
blade trace the same cut path multi ple ti mes. 
You can adjust this value from 1 to 10.

Relati ve/True Size. When highlighted white, 
this feature allows you to control the size of 
the images selected in relati on to the size 
of the key height character. You can control 
the exact size of all images selected without 
regard to the key character by toggling the 
butt on to True Size mode (yellow). 

Rotate. This feature allows you to rotate an 
image about its center point.

Setti  ngs. This feature allows you to change 
specifi c setti  ngs on the Gypsy and view the 
EULA and warranty. 



Glossary

43© 2010 Provo Craft

Stylus. The stylus is kept in a fi tt ed slot on 
the top left  of Gypsy. You can use the stylus 
instead of your fi nger to touch the Gypsy’s 
screen to keep the screen fi ngerprint-free 
and for bett er accuracy. You can purchase 
additi onal styluses separately if you would 
like another color or if you misplace yours.

Weld. This feature allows you to join overlap-
ping images so they cut as one single image. 
This can be useful for joining lett ers into 
words or phrases, and much more.

X/Y. This feature allows you to change where 
the image, group, or cursor is located on the 
mat. You can view the locati on of an image 
by its X/Y coordinates and enter a precise 
locati on. The locati on is based on the bott om 
left  of the image. 


